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RESISTENZE ELETTRICHE

ELEMENTI RISCALDANTT ULTRAPIATTT IN GOMMA SILICONE
ETCHED-FOIL HEATING ELEMENTS IN SILICONE

- TECNOLOGIE PRODUTTIVE UTILIZZATE:
INCISIONE CHIMICA (ETCHED FOIL), THICK FILM, O FILO AVWOLTO

- DISTRIBUZIONE UNIFORME DELLA TEMPERATURA

- DIFFERENZIAZIONE DELLAPOTENZAAZONE DEFINITECON
INSERIMENTO, SU RICHIESTA, DI DUE O PIU CIRCUITI

- ELEMENTIIN SINGOLO O DOPPIO ISOLAMENTO

- TEMPERATUREFINO A 200°CAREGIME

- SPESSORE TOTALE MINIMO 0.8 mm

- ELEMENTIESEGUIBILI CON BIADESIVO PER FACILITARE LE APPLICAZIONI
SUSUPPORTIDIVARIO TIPO: VETRO, ACCIAIO, PLASTICA...

- POSSIBILITA DI FORMATURA E DIVULCANIZZAZIONESU VARIE SUPERFICI SLIODN SRALLATION PO

- VASTAGAMMA DI ACCESSORIDISPONIBILI PERILCONTROLLO DELLA s
TEMPERATURA: TERMOSTATI FISSI O REGOLABILI, TERMOFUSIBIL,
TERMOCOPPIE, EVARIALTRI TIPIDISENSORI

- TASCHEPERSONDE O ALLOGGIAMENTIPER BULBO TERMOSTATO
APPLICABILI SECONDO SPECIFICHE CLIENTE

- TENSIONI EPOTENZE SECONDO ESIGENZE APPLICATIVE

- DIMENSIONIMASSIME REALIZZABILICONATTREZZATURE STANDARD:
2350X 600 mm (INCREMENTABILICON COLLEGAMENTI MULTIPLI)

- APPROVAZIONE VDE ESTESA ALLA MAGGIOR PARTE DELLAGAMMA

~—

- COLLAUDI SECONDO NORME EN 60335-1 EEN 50106 ] ” TR

- PRODUCTION TECHNOLOGIES EMPLOYED:
CHEMICAL ETCHING (ETCHED FOIL), THICK FILM, OR WOUND WIRE
- UNIFORM HEAT DISTRIBUTION
- AREA WITH DIFFERENTPOWER AND POSSIBILITY TO CONNECT TWO OR MORE Serie 1= element mounted on a dissipator
CIRCUITS ON THE SAME ELEMENT Serie 2= element suspended in free air
- ELEMENTS WITH SINGLE ORDOUBLE INSULATION
- TEMPERATURE UP TO 200°CIN CONTINUOUS WORKING
- TOTALMINIMUM THICKNESS 0.8 MM
- THEELEMENTS CAN BE PRODUCED WITHA BI-ADHESIVE IN ORDERTO
FACILITATE APPLICATION ON VARIOUS SURFACES: GLASS, STEEL PLASTIC. ..
- POSSIBLE FORMING AND CURING ON DIFFERENT SURFACES 0 02 o4 e 8 ! 12
- AWIDERANGE OF ACCESSORIES IS AVAILABLE FOR THE TEMPERATURE Powar (Wiem®)
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CONTROL: FIXED OR ADJUSTABLE THERMOSTATS, THERMOFUSES,
THERMOCOUPLES AND VARIOUS OTHER TYPES OF SENSORS

- POCKETS FORPROBES OR HOUSINGS FOR THERMOSTAT BULBS WHICH CANBE APPLICAZ[ONI TIPICI'[E: TYP. ICA L APPLICA TIONS.’

APPLIED ACCORDING TO THE CUSTOMER'S SPECIFICATIONS

EQUIPMENT: 2350 X600 MM (WHICH CAN BE INCREMENTED WITH MULTIPLE per ge%ato, vasc!'le lavaggio a ultras.ruonl, incubatrici per pulcini,  ultrasonic dggrmmg trays, mcub_ators Sfor p_oukry :Em'mtry,

CONNECTIONS) stampi, vlascl'{e ldlmlrnaslsagglo,.antlcondensa per quadn. mou{ds, anticondensate )_’or electric boards, md:_m’naf systems,
elettrici, impiantistica industriale, strumentazione medicale e medical and laboratory instruments for aesthetical and fitness

R TR ORI O RODUCTION NG da laboratorio per estetica e fitness, macchine rilegatrici, presse  appliances, binding machines, soldering presses, packing
- TESTSACCORDINGTOEN 60335-1 ANDEN 50106 STANDARDS di saldatura, macchine per 1rnba]]ﬂgg10 machines.
N .
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RESISTENZE ELETTRICHE

TECNOLOGIA PRODUTTIVA DI TIPO ETCHED FOIL

MATERIALE ISOLANTE STANDARD: SILICONE;

TEMPERATURE DI FUNZIONAMENTO COMPRESE TRA - 50°CE + 200°C

SU RICHIESTA POSSIBILITA DI ESECUZIONI IN: POLIESTERE, TEFLON E KAPTON
TENSIONI EPOTENZE SECONDO ESIGENZE APPLICATIVE

DISTRIBUZIONE UNIFORME DELLA TEMPERATURA

ELEVATO RENDIMENTO NELLA TRASFORMAZIONE ENERGIA
ELETTRICA-CALORE (RISCALDAMENTO RAPIDO, BASSA INERZIA TERMICA)
POSSIBILITA DI ZONE A POTENZA DIFFERENZIATA

DIFFERENZIAZIONE DELLA POTENZA E DELLA TEMPERATURA A ZONE DEFINITE
DIMENSIONI MASSIME REALIZZABILI: 2350 X 600 MM

(INCREMENTABILICON COLLEGAMENTI MULTIPLI)

SPESSORI CONTENUTI (< Imm)

REALIZZAZIONI IN SINGOLO E DOPPIO ISOLAMENTO

APPLICAZIONE RAPIDA CON MOLLA E GANCIO, ALTRE SOLUZIONI DISPONIBILI
A RICHIESTA (ELASTICI, TESSUTO VELCRO, BIADESIVO ECC...)

VASTA GAMMA DI ACCESSORI DISPONIBIL PER. IL CONTROLLO DELLA
TEMPERATURA: TERMOSTATI REGOLABILI O FISSI, TERMOFUSIBILI,
TERMOCOPPIE, PT 100, E VARI ALTRI TIPI DI SENSORI

RESISTENZA ALL'UMIDITA, ALLAMBIENTE ESTERNO, A VARI AGENTI CHIMICI,
POSSIBILITA DI VERSIONI SPECIFICHE ADATTE AD AMBIENTE CORROSIVO E/O
CON ALTO LIVELLO DI UMIDITA

PERSONALIZZAZIONE DEL PRODOTTO SECONDO RICHIESTE PRODUTTIVE
APPROVAZIONE VDE PER ELEMENTI FINO A 2.5W/em 2

COLLAUDI SECONDO NORME EN 60335-1 E EN 50106

PRODUCTION TECHNOLOGY BASED ON CHEMICAL ETCHING PROCESS (ETCHED FOIL)
STANDARD INSULATION MATERIAL: SILCONE; WORKING TEMPERATURES
BETWEEN - 5°C AND + 200°C

UPON REQUEST POSSIBILITY OF INSULATION IN SILICONE, POLYESTER, TEFLON AND KAPTON

VOLTAGE AND POWER UPON CUSTOMERS REQUEST

UNIFORM HEAT DISTRIBUTION

HIGH EFFICIENCY AT CHANGE FROM ELECTRICAL TO HEAT ENERGY

(FAST COOLING, LOW THERMAL INERTIA)

POSSIBILITY TO OBTAIN AREAS WITH DIFFERENTIATED POWER

POWER AND TEMPERATURE DIFFERENTIATION IN DEFINED AREAS
MAXIMUM DIMENSIONS THAT CAN BE PRODUCED BY MEANS OF STANDARD

EQUIPMENT: 2350 X 600 MM (WHICH CAN BE INCREMENTED WITH MULTIPLE CONNECTIONS)

LOW THICKNESS (< Imm)
ELEMENTS WITH SINGLE OR DOUBLE INSULATION

EASY AND FAST FIXING OF SPRING, HOOK, ELASTIC BANDS, “VELCRO", TISSUE, ADHESIVE, ETC...

A WIDE RANGE OF ACCESSORIES IS AVAILABLE FOR THE TEMPERATURE CONTROL: FIXED
OR ADJUSTABLE THERMOSTATS, THERMOFUSES, THERMOCOUPLES, PT 100 AND VARIOUS
OTHER TYPES OF SENSORS

HUMIDITY- AND WEATHERPROOF, RESISTANCE TO VARIOUS CHEMICAL AGENTS, POSSIBILITY

TO ORDER SPECIFIC VERSIONS SUITABLE FOR CORROSIVE AND/OR EXTREMELY HUMID
ENVIRONMENTS

PERSONALISED PRODUCTS ACCORDING TO PRODUCTION NECESSITIES

VDE APPROVAL FOR ITEMS UP TO 2.5 W/cm?

TESTS ACCORDING TO EN 60335-1 AND EN 50106 STANDARDS

APPLICAZIONI
TIPICHE:

Riscaldamento e mantenimento
della temperatura per fusti,
bombole, bidoni, bottiglie, ampolle
e contenitori di acqua, oli, grassi,
paraffine, plastica, cioccolata,
adesivi, miele, gas, prodotti
chimici...

TYPICAL
APPLICATIONS:

Heating and temperature holding of
barrels, drums, bottles and containers of
water, oils, greases, paraffines, plastic
materials, chocolate, glues, honey, gas,
chemical products...

Serie 1= one band (1500W)
on 200 liters drum (water)

Serie 2= two bands (3000W)
on 200 liters drum (water)

Serie 3= three bands (4500W)
on 200 liters drum (water)
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FASCE RISCALDANTI
ETCHED-FOIL ELEMENTS TO BEND

11

*c
=
=

T

e ]
—m— e
— R

0 I 4 & 3% 0 12 14 1 18 W Iz 14

=
-



